WELAB

PROFESSIONAL EQUIPMENT

ZEISS SUPREME
RADIANCE T1.5

LENTES PRIME ESFERICAS
DE FULL FRAME. MONTURA PL/LPL
- SPHERICALS FULL FRAME PRIME LENSES. PL/LPL MOUNT -

V-1.24 welabplus.com



DESTACADO
(HIGHLIGHTS)

-

Las ZEISS Supreme Prime
Radiance cuentan conun
recubrimiento especial T*
blue, que se desarrollé para
agregar mas caracteralas

Siguen d
muy Iumlnosas, T1.5 e igual
de compactasy ligeras que
las Supreme normales. Son
ademas algo mas célidas que
estas ultimas

The ZEISS Supreme Prime Radiance
features a special T* blue coating,
which was developed to add more
character to the images. They are still
very bright, T1.5 and just as compact
and light as the normal Supreme.
They are also somewhat warmer
than the latter
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3 | Introduccion

l I ALEMANIA (Oberkochen) 2019.

Desarrolladas un afio mds tarde para generar
un look con mas caracter, algo mas
vintage y con flares de color azul mas
exagerados. Su fabricacién, no obstante,

no es una continuidad de las Supreme
normales sino que parte desde cero para
conseguir asf la misma transmisién de luz de
T1.5, asf como el mismo tamafrio y peso
Developed a year later to generate a look with more
character, something more vintage and with more
exaggerated blue flares. Its manufacturing, however, is not
a continuation of the normal Supreme but rather starts
from'scratch to achieve the same light transmission of
T1.5, as well as the same size and weight
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4 | Caracteristicas comunes

- LOOK NITIDAS. PIELES ORGANICAS Y
SUAVES. CALIDAS

- FLARE CONSISTENTE

- BOKEH ELEGANTE

- LOOK CLEAR. ORGANIC AND SOFT SKINS. WARM

Disefio de
lente esférica FF TS

(sp! ff prime

_.| |._

x1 Factor de

FULL FRAME

Aberraciones
controladas
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@ (Caracteristicas propias
(own features)

OPTICAS (LENS)

18mm  21mm 25mm  29mm  35mm 40 mm

Apertura
(operture)

s
(iris blade)

Distancia )

minima foco | ©

(minimim 14
focus distance)

Factor
compresién
(squeeze factor)
Cobertura

sensor 46.3 mm | 46.3 mm nm | 46.3 mim | 46.3 mm

(sensor coverage)

Formato

(forma
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6 | Caracteristicas propias e

@ (Caracteristicas propias
(own features)

OPTICAS (LENS)

50 mm 65 mm 85 mm 100 mm 135 mm

Apertura s s
(operture)

s
(iris blade)

Distancia
minima foco
(minimirm
focus distance)

Factor
compresién
(squeeze factor)

Cobertura
sensor 463mm | 463 mm
(sensor coverage)

Formato

(forma
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@ (Caracteristicas propias
(own features)

MECANICAS (MECHANICS)

18mm  21mm 25mm  29mm  35mm 40 mm

Didmetro frontal | |

Amm | 95mm
(front diameter) '

(weight)

19 mmy| 121 mm | 119 mm | 119 mm

Longitud 63 mm-{ 119 mm
(length) 6.4 4

Montura
(mount)

Escala foco
(focus scale)

Escala

diafragma
(iris scales)
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8 | Caracteristicas propias oun featre

@ (Caracteristicas propias
(own features)

MECANICAS (MECHANICS)

50 mm 65 mm 85 mm 100 mm 135 mm

Didmetro frontal
(front diameter)

(weight)

Longitud
(length)

Montura PULPL PULPL PL/LPL
(mount)

Escala foco
(focus scale)

Escala

diafragma

(iris scales)
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9 | Producciones relevantes

%@ - RAPA1(2027)

: Dir. Jorge Coira
DOP José Luis Bernal
Ver trdiler

- RAPAII(2022)
Dir. Rafa Montesinos Y Marta Pahissa
DOP Jaime Pérez
Ver trdiler
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https://www.youtube.com/watch?v=ai7QmbyvDkA
https://www.youtube.com/watch?v=XQ7SEUKB2hY

—

VER VIDEO ]

—

YA EN CATALOGO ]

+ GUIAS ]
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https://welabplus.com/portfolio-item/video-zeiss-supreme-vs-supreme-radiance/
https://welabplus.com/product-category/opticas/lpl-prime/zeiss/
https://welabplus.com/guias-de-camaras-y-lentes-welab/

